FLUID
INSTALLATION LOCATION
PUMP TYPE
CAPACITY, GPM
RATED POINT TDH, FEET
PUMP EFFICIENCY %
SHUT OFF HEAD, FT
MAXIMUM TDH, FT
CAPACITY, GPM
82?;2\#\?(55 MINIMUM TDH, FT
BANGE CAPACITY, GPM
NPSHR
MINIMUM PUMP_ EFFICIENCY
CASING
IMPELLER
SHAFT
PUMP BEARINGS L—10 LIFE, HRS. ¥
CONSTRUCTION
MAX. SHAFT DEFLECTION IN
OPERATING RANGE, MILS %
NAX. VEL. OF VIERATIONS
IN OP. RANGE, INCH/SEC
BUMP SUCTION, INCHES
CONNECTIONS | DISCHARGE, INCHES
RATED HP
RPM
SF. 115
AMBIENT TEMP. FOR
MOTOR RATING, °C
MAXIMUM TEMP. RISE, °C 40
ELECTRIC BEARINGS 10 LIFE, HRS.
MOTOR MAX. VIBRATION AMP., MILS
NOISE LEVEL, dB®1 METER
NEMA DESIGN CODE LETTER B
START. CURR. LETTER CODE c
INSULATION CLASS F
MOTOR RATED HP NOT OVERLOADED AT ANY
POINT IN THE PUMPS PERFORMANCE CURVE
MANUFACTURERS | PUMP
& MODELS MOTOR

% SEE SPECIFICATIONS FOR REQUIREMENTS
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